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    	    DIN 41612


    
        	Contact spacing 2.54 mm
	acc. to IEC 60603-2
	3 rows
	Up to 96 contacts
	PCB to PCB, mezzanine or cable-to-PCB
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                            DIN power connectors

                            
                                	All DIN types are for 6 A and 15 A per contact
	Contact spacing 5.08 mm
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                            DIN signal connectors

                            
                                	All DIN types are for 2 A per contact
	Contact spacing 2.54 mm
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                            Contacts

                            
                                	Crimp contacts
	Special contacts for the M, M-flat, M inverse and M 0+2 types
	High power contacts up to 40 A
	Coaxial contacts



                        

                    

                
            
                    
                        
                            [image: Accessories]
					

                        

                        
                            Accessories

                            
                                	Shell housing
	Pin shroud
	Locking elements and locking lever
	Coding
	Further accessories
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                                	Assembly tools
	Removal tools
	Crimping tools
	...
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                                                    20 mm
                                                
                                                

                                                30

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    22 mm
                                                
                                                

                                                13

                                            

										

									


						
	
                             
                             
                        
                        
                             
                             
                                
                             
                        
		                       Leading contact on position
		                       
							

							
							    
                                    
                                        Select a value
                                    
                                    
                                        
                                        Reset filter
                                    
                                

                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
							

								
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    2
                                                
                                                

                                                1

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    a1
                                                
                                                

                                                17

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    a16
                                                
                                                

                                                5

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    a2
                                                
                                                

                                                6

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    a32
                                                
                                                

                                                18

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    b2
                                                
                                                

                                                3

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    b32
                                                
                                                

                                                3

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    z2
                                                
                                                

                                                3

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    z32
                                                
                                                

                                                18

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    z4
                                                
                                                

                                                3

                                            

										

									


						
	
                             
                             
                        
                        
                             
                             
                                
                             
                        
		                       Contact configuration
		                       
							

							
							    
                                    
                                        Select a value
                                    
                                    
                                        
                                        Reset filter
                                    
                                

                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
							

								
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Row a, positions 1, 2, ... , 15, 16
                                                
                                                

                                                2

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Row a, positions 1, 2, ... , 31, 32
                                                
                                                

                                                7

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Row a, positions 1, 3, ... , 29, 31 and row b, positions 2, 4, ... , 30, 32
                                                
                                                

                                                3

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Row d, positions 22, 26, 30 and row z, positions 20, 24, 28, 32
                                                
                                                

                                                2

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Row d, positions 6, 10, ... , 26, 30 and row z, positions 4, 8, ... , 28, 32
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                                                    Rows a and b, positions 1, 2, ... , 15, 16
                                                
                                                

                                                29

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a and b, positions 1, 2, ... , 31, 32
                                                
                                                

                                                49

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a and b, positions 1, 2, ... , 9, 10
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                                                    Rows a and b, positions 2, 4, ... , 14, 16
                                                
                                                

                                                1

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a and b, positions 2, 4, ... , 30, 32
                                                
                                                

                                                6

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a and c, positions 1, 2, ... , 15, 16
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                                                    Rows a and c, positions 1, 2, ... , 31, 32
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                                                    Rows a and c, positions 1, 2, ... , 9, 10
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                                                    Rows a and c, positions 1, 3, ... , 29, 31
                                                
                                                

                                                2

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a and c, positions 2, 4, ... , 14, 16
                                                
                                                

                                                1

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a and c, positions 2, 4, ... , 30, 32
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                                                    Rows a, b and c, positions 1, 2, ... , 15, 16
                                                
                                                

                                                58

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, b and c, positions 1, 2, ... , 31, 32
                                                
                                                

                                                129

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, b and c, positions 1, 2, ... , 9, 10
                                                
                                                

                                                34

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, b and c, positions 10, 11, ... , 22, 23
                                                
                                                

                                                19

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, b and c, positions 13, 14, ... , 19, 20
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                                                    Rows a, b and c, positions 16 and 17
                                                
                                                

                                                5

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, b and c, positions 4, 5, ... , 28, 29
                                                
                                                

                                                19

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, b and c, positions 7, 8, ... , 25, 26
                                                
                                                

                                                19

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, b, c, d and e, positions 1, 2, ... , 31, 32
                                                
                                                

                                                2

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows a, c and e, positions 2, 4, ... , 30, 32
                                                
                                                

                                                33

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z and b, positions 2, 4, ... , 30, 32
                                                
                                                

                                                21

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z and d, positions 2, 4, ... , 30, 32
                                                
                                                

                                                21

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z and d, positions 4, 8, ... , 28, 32
                                                
                                                

                                                3

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z, b and d, positions 2, 4, 6, 8, 10, 12, 14
                                                
                                                

                                                2

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z, b and d, positions 20, 22, 24, 26, 28, 30, 32
                                                
                                                

                                                3

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z, b, d and f, positions 2, 4, ... , 30, 32
                                                
                                                

                                                7

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z, d and b, positions 2, 4, ... , 14, 16 and row z, positions 20, 24, 28, 32 and row d, positions 22, 26, 30
                                                
                                                

                                                10

                                            

										

									
	
										
                                            
                                                
                                                
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                    
                                                        
                                                        
                                                            
                                                        
                                                    

                                                
                                                

                                                
                                                
                                                
                                                

                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                
                                                

                                                
                                                

                                                
                                                    Rows z, d and b, positions 2, 4, ... , 30, 32
                                                
                                                

                                                46

                                            

										

									


						
	
                             
                             
                        
                        
                             
                             
                                
                             
                        
		                       Contact spacing (termination side)
		                       
							

							
							    
                                    
                                        Select a value
                                    
                                    
                                        
                                        Reset filter
                                    
                                

                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                
                                    
                                    
                                    
                                        
                                        
                                            
                                                from
2.54 mm
3.81 mm
5.08 mm
7.62 mm
10 mm
10.16 mm


                                            

                                            
                                                to
2.54 mm
3.81 mm
5.08 mm
7.62 mm
10 mm
10.16 mm
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                                                    10 mm
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                                                    10.16 mm
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                                                    3
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                                                    With fixing flange
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                                                    With snap-in clip
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                                                    Without fixing flange
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                                                    1.6 mm ±0.2 
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                                                    3.4 mm ±0.5 
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                                                    3.8 mm ±0.5 
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                                                    4.2 mm ±0.5 
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                                                    4.8 mm ±0.5 
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                                                    5.8 mm ±0.5 
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                                                    6.6 mm ±0.5 
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                                                    7.4 mm ±0.5 
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                                                    Locking lever
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                                                    Locking screw
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